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INC.

1145 E. South Union Ave.

Keyed Notes

@ EXISTING WATER VAULT. DEMO EXISTING PRV STATION AND
ASSOCIATED PIPING INSIDE. REPLACE WITH NEW PRV AND
I PIPING AS DETAILED ON SHEET SP-3.
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(E) SS MANHOLE (3) (2) NEW 10" HOPE WATER AN PIPE. RUN AT STANDARD g
r [ (E) SS MANHOLE () DEPTH OF #-0" T0 TOP OF PIPE. &
4330 2
’ — (E) COMMUNICATION MANHOLE @ @ FIELD VERIFY DEPTH OF ALL EX\ST\’NG SS AND OTHER &
4325 MANHOLES AND BRANCH TAKE—OFF’S TO INSURE NEW
’ NEW FIRE HYDRANT (%) WATER LINE DOES NOT CONFLIGT AT ANY CROSSING PONT. | |
4320 (TYPICAL). i
4315 ’ () REPLACE EXISTING FIRE HYDRANT WITH NEW HYDRANT,
i SHUT-OFF VALVE AND LATERAL AS DETAILED ON SHEET
SP-3. EXISTNG FIRE HYDRANT TO BE RETURNED TO
4310 Q@ OWNER.
4305 . MAKE NEW CONNECTION TO EXISTING BRANCH WATER LINE
N \ t AT THIS LOCATION. REPAIR/REPLACE LANDSCAPING AS 2
4300 Rl \\ﬁf L NECESSARY. 2
NS 2
4995 - L (6) SEE SHEET SP-2 FOR CONTINUATION. «
1 (7) AS-BULT DRAWINGS INDICATE 8" SEWER LINE IS
4290 ® APPROXIMATELY 2 FT DEEP AT THIS LOCATION. FIELD
s o VERIFY TO INSURE NO CONFLICT EXISTS.
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= L— WATER vAULT NOTE: STANDARD DEPTH OF NEW 10° HDPE PIPE TO BE 4'~0” TO TOP OF PPE. - ESTNG 17 POLY WATER LINE.
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CONCRETE ROAD

EXISTING CANAL

NOTE: STANDARD DEPTH OF NEW 10" HDPE PIPE TO BE 4'-0" TO TOP OF PIPE.
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EXISTING CANAL

@ SEE SHEET SP—1 FOR CONTINUATION.

@ NEW 10" HDPE WATER MAIN PIPE. RUN AT STANDARD
DEPTH OF 4'-0" TO TOP OF PIPE.

(3) FIELD VERIFY DEPTH OF ALL EXISTING SS AND OTHER
MANHOLES AND BRANCH TAKE-OFF’S TO INSURE NEW
WATER LINE DOES NOT CONFLICT AT ANY CROSSING POINT.
(TYPICAL).

@ REPLACE EXISTING FIRE HYDRANT WITH NEW HYDRANT,
SHUT-OFF VALVE AND LATERAL AS DETAILED ON SHEET
SP—3. EXISTING FIRE HYDRANT TO BE RETURNED TO
OWNER.

MAKE NEW CONNECTION TO EXISTING BRANCH WATER LINE
AT THIS LOCATION. REPAIR/REPLACE LANDSCAPING AS
NECESSARY.

@ AS—BUILT DRAWINGS INDICATE 6" SEWER LINE IS
APPROXIMATELY 2 FT DEEP AT THIS LOCATION. FIELD
VERIFY AND ROUTE NEW 10" WATER LINE TO AVOID ANY
CONFLICTS.

@ EXISTING 4” DUCTILE IRON PIPE (DIP).

AS-BUILT DRAWINGS INDICATE A GAS LINE IS
APPROXIMATELY 2 FT DEEP AT THIS LOCATION. AVOID ANY
CONFLICTS.

AS—BUILT DRAWINGS INDICATE A 6" LINE IS APPROXIMATELY
5 FT DEEP AT THIS LOCATION. FIELD VERIFY AND AVOID AS
NECESSARY.

AS—BUILT DRAWINGS INDICATE AN ELECTRICAL LINE AND A
TELEPHONE LINE IS APPROXIMATELY 2 FT DEEP AT THIS
LOCATION. FIELD VERIFY AND AVOID AS NECESSARY.

AS—BUILT DRAWINGS INDICATE A 4" GAS LINE IS
APPROXIMATELY 2'—6" DEEP AT THIS LOCATION. AVOID ANY
CONFLICTS.

POINT OF CONNECTION OF NEW 10" HDPE WATER MAIN TO
EXISTING 8” DIP AT THIS LOCATION. MAKE CONNECTION
AHEAD OF EXISTING SHUT OFF VALVE USING A MECHANICAL
JOINT. SAW CUT ROAD TO ACCESS EXISTING PIPING. BACK
FILL, COMPACT, AND MAKE ALL NECESSARY ROAD REPAIRS
TO MATCH EXISTING.

@ OFFSET NEW 10" HDPE AS NECESSARY TO DROP BELOW
EXISTING CANAL BOTTOM 4'—0" MINIMUM. INSURE THAT THIS
OFFSET DOES NOT CONFLICT WITH ANY OTHER PIPES OR
LINES IN THIS AREA. POT HOLE AS NECESSARY TO INSURE
NO CONFLICTS.
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